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§ 63.504 Additional test methods and
procedures.

(a) Performance testing shall be con-
ducted in accordance with § 63.7 (a)(3),
(d), (e), (g), and (h) of subpart A, with
the exceptions specified in paragraphs
(a)(1) through (a)(4) of this section and
the additions specified in paragraph (b)
of this section. Sections 63.484 through
63.501 also contain specific testing re-
quirements.

(1) Performance tests shall be con-
ducted according to the provisions of
§ 63.7(e) of subpart A, except that per-
formance tests shall be conducted at
maximum representative operating
conditions for the process.

(2) References in § 63.7(g) of subpart A
to the Notification of Compliance Sta-
tus requirements in § 63.9(h) shall refer
to the requirements in § 63.506(e)(5).

(3) Because the site-specific test
plans in § 63.7(c)(3) of subpart A are not
required, § 63.7(h)(4)(ii) is not applica-
ble.

(4) The owner or operator shall notify
the Administrator of the intention to
conduct a performance test at least 30
calendar days before the performance
test is scheduled, to allow the Adminis-
trator the opportunity to have an ob-
server present during the test.

(b) Data shall be reduced in accord-
ance with the EPA approved methods
specified in the applicable subpart or,
if other test methods are used, the data
and methods shall be validated accord-
ing to the protocol in Method 301 of ap-
pendix A of this part.

§ 63.505 Parameter monitoring levels
and excursions.

(a) Establishment of parameter moni-
toring levels. The owner or operator of a
control or recovery device that has one
or more parameter monitoring level re-
quirements specified under this subpart
shall establish a maximum or min-
imum level for each measured param-
eter using the procedures specified in
paragraph (b), (c), or (d) of this section.
The procedures specified in paragraph
(b) have been approved by the Adminis-
trator. The procedures in paragraphs
(c) and (d) of this section have not been
approved by the Administrator, and de-
termination of the parameter moni-
toring level using the procedures in
paragraphs (c) or (d) of this section and

is subject to review and approval by
the Administrator. The determination
and supporting documentation shall be
included in the Precompliance Report.

(1) The owner or operator shall oper-
ate control and recovery devices such
that monitored parameters remain
above the minimum established level
or below the maximum established
level.

(2) As specified in § 63.506(e)(5) and
§ 63.506(e)(8), all established levels,
along with their supporting docu-
mentation and the definition of an op-
erating day, shall be approved as part
of and incorporated into the Notifica-
tion of Compliance Status or operating
permit, respectively.

(3) Nothing in this section shall be
construed to allow a monitoring pa-
rameter excursion caused by an activ-
ity that violates other applicable pro-
visions of subparts A, F, or G of this
part.

(b) Establishment of parameter moni-
toring levels based on performance tests.
The procedures specified in paragraphs
(b)(1) through (b)(3) of this section
shall be used, as applicable, in estab-
lishing parameter monitoring levels.
Level(s) established under this para-
graph shall be based on the parameter
values measured during the perform-
ance test.

(1) Storage tanks and wastewater. The
maximum and/or minimum monitoring
levels shall be based on the parameter
values measured during the perform-
ance test, supplemented, if desired, by
engineering assessments and/or manu-
facturer’s recommendations.

(2) Continuous front-end process vents
and back-end process operations com-
plying using control or recovery devices.
During initial compliance testing, the
appropriate parameter shall be con-
tinuously monitored during the re-
quired 1-hour runs. The monitoring
level(s) shall then be established as the
average of the maximum (or minimum)
point values from the three test runs.
The average of the maximum values
shall be used when establishing a max-
imum level, and the average of the
minimum values shall be used when es-
tablishing a minimum level.

(3) Batch front-end process vents. The
monitoring level(s) shall be established
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